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BOW DISCHARGE INSTALLATION




FOR A RIGHT CONNECTION!

Machinefabriek L. Straatman BV was established
in 1902. In 2004 all activities of Van de Graaf were
incorporated in our company.

Since 50 years we make hydraulic presses, heavy
winches and custom build projects.

In 1965 we entered the dredgingmarket by
developing a ball-joint for floating pipelines
together with Bos&Kalis. This company also
ordered the first drag heads. Through the years
we developed our dredging program and we
now delivere goods all over the world.

In 1974 we started the production of container
handling frames, the socalled spreaders. The
spreader was developed with the advice of ECT.
Since then we delivered more than 150 sprea-
ders all over the world.

One of our best known products is developed for
the dredging industry. It is a bow coupling instal-
lation for hopper dredgers. With this installation
a quick connection can be made between the
ship and the floating pipeline. Until now we have
delivered more than 100 bow coupling instal-
lations all over the world.

To increase our product range we developed a
complete range of quick-release towing and
mooring hooks. For already more than 20 years
we deliver all kinds of hooks in a range of 15 to
200 ton.
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BOW DISCHARGE INSTALLATION

Description

The bow discharge installation is designed to
make a quick connection between the ship and
the floating pipe line. Nearly all hopper dredgers
are equiped with an installation of our company.
We guarantee quick connecting, low main-
tenance and safe working under all circumstan-
ces.

The bow discharge installation consists of the
following three important parts:

Female connection on the ship;

- Guiding ring with gantry;
Coupling part (male part) with floater and
pipe line connection.

Construction

The construction is fully made of steel and desig-
ned to be used in all circumstances. As we know
almost every ship is different, so we customize
our design is customized to the design of the
ship were the installation has to be build on. The
male and female connection as well as the
floater can be ordered separately.

Technical specifications

Inside pipe diameters :350-1.100 mm.
Swing angle male part +18°

Max. operating pressure :10-24 Bar
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